
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Piping should be installed only by a qualified person. During installation it is 
recommended to set up piping freely and turn them at the end. 
 

1. On the left site of motorcycle remove original screw M10 inside 
frame (Fig. 1 pkt. 1). On place of removed screw install left piping 
with new screw M10/75 and spacer bushing 35 mm from the set.  

2. Screw rear part of the piping to an empty technological hole using 
the screw M10/25 mm (Fig. 2 pkt. 2). 

3. Screw lower front part to an empty technological hole using the 
screw M8/25 mm (Fig. 3 pkt. 3). 

4. On the right rear part of the motorcycle remove an original screw 
M10 (Fig. 4 pkt. 4). 

5. On the right site inside frame remove an original screw M10 (Fig. 5 
pkt. 5). On place of removed screw install right piping using new 
screw M10/65 mm and spacer bushing 15 mm from the set. 

6. Screw the rear part in place of previously removed original screw 
using new screw M10/65 mm with spacer bushing 10 mm from the 
set (Fig. 6 pkt. 6). 

7. Screw front lower part of the piping to an empty technological hole 
using the screw M8/25 mm from the set.  

8. Tighten all screws of the piping.  
 

The set includes: 
1. Right piping. 
2. Left piping. 
3. Screw M10/65mm with spacer bushing 

15mm. 
4. Screw M10/75mm with spacer bushing 

35mm. 
5. Screw M10/65mm with spacer bushing 

10mm. 
6. Screw M10/25mm. 
7. 2 screws M8/25mm with washers. 
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