
Piping should be installed only by a qualified person. 
The entire piping set up freely and tighten at the end.
Prior to installation refer to the detailed list of parts on Figure 6.

1.  Remove on the left side the gearshift lever (Figure 1 pkt. 1).
2. Remove the original engine bolt and replace it by a longer engine bolt from the set

(Figure 1 pkt. 2).
3. On the left side on installed engine bolt put the spacer sleeve  20mm (Figure 2 

pkt. 3).
4. On the left remove an original engine bolt (Figure 3 pkt. 4), on it's place in the 

frame nest place put in the spacer sleeve 30 mm from the set.
5. Install left piping. Figure 4 pkt. 3 install M10x120 mm bolt. On the front part screw 

M7x70 mm bolt with nut on an empty technological hole (Figure 4 pkt. 5). Rear 
part of piping put on previously installed engine bolt.

6. Repeat the same steps during installing the right side. You should also gently move
plastic cover as on Figure 5 pkt. 6. Engine bolt replace on longer M10x140 mm bolt
from the set.

7. Tighten all the piping.
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The set includes  (Figure 6):
1. Left piping  pkt 1.
2. Right piping pkt 2.
3. Engine bolt M10x290mm with nuts and washers.
4. Spacer sleeve 20mm.
5. 2 spacer sleeves  30mm.
6. M10x120mm bolt with nut and washer (left).
7. M10x140mm bolt with nut and washer (right).
8. 2 bolts M8x70mm with nuts and washers.
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